
FLEXUltra Revolution is a dynamic, high definition LED display allowing 

boundless opportunities to create an unforgettable space. Experience true HD 

quality video with the creative freedom that allows you to define your space. 

Each panel is conveniently designed in a perfect 16:9 ratio, with impact resistant 

COB PixelShield™ technology. Front serviceable modules make it easy to keep 

this panel looking good, all the time. 
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FEATURES

PixelFLEX, LLC   700 Cowan St. Nashville, TN 37207   Phone: 615.730.8413   Toll Free:  800.930.7954     pixelflexled.com

*All specifications are property of PixelFLEX LLC., and are subject to change without notice.  Please verify specifications and information before final sale.

Magnetic Modules PixelShield Protective Coating Anti-Moire Mask Technology

Tile Interlocks Cable Free Maintenance Low Profile Cabinet Design

FLEXUltra Revolution • Technical Specifications

Parameter Indoor

Model FXe-1.2 FXe-1.3 FXe-1.4 FXe-1.6 FXe-1.8 FXe-2.0 FXe-2.5 FXe-2.9 FXe-4.0

Pixel Pitch 1.2mm 1.3mm 1.4mm 1.6mm 1.8mm 2.0mm 2.5mm 2.9mm 4.0mm

Pixel Density (PSM) 640,000 562,500 473,820 360,000 283,350 250,000 160,000 118,400 62,500

Panel Size 640 x 360 x 58mm / 25.19 x 14.7 x 2.28in

Panel Resolution 512 x 288 480 x 270 440 x 248 384 x 216 340 x 192 320 x 180 256 x 144 220 x 124 160 x 90

Panel Weight 7.4 kg / 17 lbs

Serviceability Front Service Diecast Frame

Brightness 1200 Nit 

Refresh Rate Standard - 1920Hz / Upgrade - 3840Hz

Viewing Angle (H/V) 160° / 160°

Operating Temperature  -4°F ~ 122°F / -20°C ~ 50°C 

Power Connection IEC Connectivity Between Tiles

Power (Avg:Max) 80 W/per Panel : 155 W/ per Panel

Input Power AC 110/240V ; 50-60Hz

Processing NovaStar or Colorlight

Data Connection Cat 5

Lifetime Hours 100,000 Hours

Weather Rating IP30

Certifications CE, FCC, EMC, ROHS


